
Big Digit Multi-Channel Display Wireless Thermo-Hygrometer 
with Self-Calibration & Auto-Night Light

Model: C2065A
User Manual

Thank you for purchasing this delicate Big Digit Multi-Channel Display 
Wireless Thermo-Hygrometer with Self-Calibration & Auto-Night Light. 
Utmost care has gone into the design and manufacture of the clock. 
This manual is used for EU version. Please read the instructions 
carefully according to the version you purchased and keep the manual 
well for future reference.

OVERVIEW
MAIN UNIT

1. [ LIGHT ] key
 - In normal mode, press once for 5-second backlight. 
 - When using the [ LIGHT ] key to activate the backlight, operating 

other function keys will re-time the 5-second backlight. 
 - Press once to stop temperature and humidity alert sound.

2. [ CHANNEL / + ] key
 - In temperature and humidity calibration mode, press to increase 

the value.
 - In normal mode, press to switch between INDOOR, Channel 

1,2,3,4,5,6,7 and 8.

 - In normal mode, press and hold for 2 seconds to enter auto-
cycle mode that Channel 4~8 and INDOOR’s temperature 
and humidity readings will alternately be displayed at 4 second 
intervals. The “  ” icon will display during auto-cycle mode.

 - During auto-cycle mode, press once to return to normal mode. 
3. [ MODE / ALERT ] key

 - In temperature and humidity calibration mode, press once to 
switch between setting options.

 - In temperature and humidity calibration mode, press and hold for 

 - In normal mode, press and hold for 2 seconds to enter 
temperature and humidity alert setting mode.

 - In temperature and humidity alert setting mode, press once to 
switch between setting options. Press and hold for 2 seconds to 

4. [ MEM / - ] key
 - In temperature and humidity calibration mode, press to decrease 

the value.
 - In normal mode, press once to check maximum and minimum 

temperature and humidity records. Press again to return to 
normal mode.

 - When the maximum and minimum temperature and humidity 
records are displayed, press and hold for 2 seconds to erase the 
current records.

5. [ TUNE ] key
 - In normal mode, press and hold for 2 seconds to enter 

temperature and humidity calibration mode.
 - In temperature and humidity calibration mode, press and hold for 

2 seconds to return to normal mode.
6. [ ALERT ON / OFF] 

 - In temperature and humidity alert setting mode, press to turn on/

 - Press once to stop alert sound.
7. Auto night-light slide switch

 - Slide to [ ON ] position to activate night-light function. When it 
is ON, the backlight will automatically turn on in dim and dark 
environment detected by the light sensor. The brightness of night-
light is weaker than normal backlight.

 - Slide to [ OFF ]
8. [ °C / °F ] key

 - Press to switch between °C/°F.
9. [ SENSOR ] key

 - In normal mode, press once to manually enter current channel’s 
receiving mode. The unit will receive active sensor’s signals for 5 
minutes and erase the current channel’s records.

10. [ RESET ] key
 - Press once to perform overall function and display option resets.
 - In case of malfunction, the unit may be required to reset.

WIRELESS HYGRO-THERMO SENSOR
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1. Transmission status LED

 - Flash when the sensor is 
transmitting.

2. Wall mounting holder
3. [ CHANNEL ] slide switch

 - Assign the sensor to Channel 
1,2,3,4,5,6,7 or 8.

4. [ RESET ] key
 - Press to restart the sensor.

5. Battery compartment
 - Accommodates 2 x AA size 

batteries.
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WIRELESS SENSOR
1. Remove the battery door of the sensor.
2. Insert 2 x AA size batteries into the battery compartment. Make 

sure you insert them the right way according to the polarity 
information marked on the battery compartment.

3. Close the battery door.

Note:
 - Once the channel is assigned to one sensor, you can only 

change it by removing the batteries or resetting the unit.
 - Avoid placing the sensor in direct sunlight, rain or snow.

MAIN UNIT
1. Remove the battery door of the main unit.
2. Install 4 new AA size batteries according to the polarity 

information marked on the battery compartment and then press  
[ RESET ] key by using a metal wire to reset the unit. 

3. Close the battery door.
4. Once the batteries are installed, all the segments of the LCD will 

be shown.
Note:
To avoid the wireless sensor and main unit pairing failure, please 

[ RESET ] key on the 
main unit (no need on sensors).

INDOOR TEMPERATURE AND HUMIDITY FUNCTION
1. Press [ °C / °F ] key to switch between °C/°F. Decimal point is 

2. When the temperature is below -40°C or above 70°C, “Lo” or “Hi” 
will be displayed respectively. The humidity display will show “--”.

Temperature below -40°C Temperature above 70°C

3. When the humidity is below 1% or above 99%, “Lo” or “Hi” will be 
indicated respectively.

Humidity below 1% Humidity above 99%

 
COMFORT INDICATION
The comfort indication is a pictorial indication based on indoor air 
temperature and humidity in an attempt to determine comfort level.

Too cold Comfortable Too hot

Note:
 - Comfort indication can vary under the same temperature, 

depending on the humidity.
 - There is no comfort indication when temperature is below 0°C 

(32°F) or over 60°C (140°F).

TEMPERATURE & HUMIDITY TREND
The temperature & humidity trend indicator shows the trends of 
changes in the forthcoming few minutes. Arrows indicate a rising, 
steady or falling trend.
Arrow indicator
Trend Rising Steady Falling

TEMPERATURE AND HUMIDITY CALIBRATION
1. In normal mode, press and hold [ TUNE ] key for 2 seconds to 

enter temperature and humidity calibration mode in which the 
current outdoor channel or “IN [ CHANNEL 
/ + ] or [ MEM / - ] key to choose for INDOOR or  
CHANNEL.

2. Press [ MODE / ALERT ] key again to switch between channel, 
temperature and humidity. Press [ CHANNEL / + ] or [ MEM / - ] 
key to adjust the value.

Choose Channel 

  

3. [ TUNE ] key for 2 seconds or leave the unit 
for 60 seconds to return to normal mode. 

4. Pressing [ MODE / ALERT ] key for 2 seconds during 
temperature and humidity calibration mode will reset the value to 
the actual or uncalibrated measurement.

5. Reset the temperature and humidity values for each channel 
individually. There is no batch reset.

6. 
7. In temperature calibration mode, press [ CHANNEL / + ] or  

[ MEM / - ] key to modify 0.1 °C or °F of the value. Long press to 
quick-adjust the value.

Temperature calibration mode

8. In humidity calibration mode, press [ CHANNEL / + ] or [ MEM  
/ - ] key to modify 1% of the value. Long press to quick-adjust the 
value.

Humidity calibration mode

9. If the current reading of the selected channel displays the 
--”, “Hi” or “Lo”, it will be impossible to adjust. Pressing 

[ CHANNEL / + ] or [ MEM / - ] key will not change the value.
10. If re-enter temperature and humidity calibration mode, the 

adjusted value will reset to the original value.
11. The comfort indication is based on calibrated temperature and 

humidity values to calculate.

MAX/MIN TEMPERATURE AND HUMIDITY RECORD
The unit preserves the MAX/MIN temperature and humidity records 
since the last manual reset. 
1. In normal mode, press [ MEM / - ] key once to show the current 

maximum temperature and humidity values; press again to show 
the minimum values; press the third time to return to normal 
mode.

2. When the MAX/MIN records are shown, the display will return to 
normal mode after leaving the unit for 5 seconds. 

MAX records MIN records



3. Perform a manual reset or press and hold [ MEM / - ] key for 
2 seconds when the unit is displaying MAX/MIN records or in 
normal mode to erase the records. 

Erase MAX/MIN records

WIRELESS SENSOR SIGNAL RECEIVING AND DISPLAY
Signal receiving
1. In normal mode, press [ SENSOR ] key once to start receiving 

and reset CH 1,2,3 & the 4th row outdoor channel. The signal 

 For example, when CH 1,2,3 & 6 is displayed, pressing  
[ SENSOR ] key will receive CH 1,2,3 & 6’s signals. 

2. 
signal is received within 5 mins the icon will disappear.

3. If the reception fails, you can press [ SENSOR ] key to restart 
pairing process for the on screen channels.

 For example, when CH1, 2, 3 and 5 are shown on the screen, 
pressing [ SENSOR ] key will pair this 4 channels only. 

Receiving wireless signal after 
manual reset or [ SENSOR ] key 
is pressed  

When waiting for signals, “--” will 

Fair wireless sensor signal
 

The 4th row display
1. In normal mode, the 4th row display will show indoor “IN” data. 

Press [ CHANNEL / + ] key repeatedly to switch to outdoor 
channel CH 4~8.

2. In normal mode, press and hold [ CHANNEL / + ] key for 2 
seconds to toggle auto-cycle mode, which alternately displays the 
channels at 4 second intervals. The “  ” icon will show on the 
display.

3. During auto-cycle mode, press [ CHANNEL / + ] key once to 
stop.

4. To check the validity of the signals of CH 6~8, press [ CHANNEL 
/ + ] key repeatedly in normal mode to display each channel. 
Using auto-cycle mode will only display the communicated 
channels.

 For example, when CH 6 and 8 have received the signals from 
the corresponding sensors, you can press and hold [ CHANNEL 
/ + ] key for 2 seconds to auto-cycle INDOOR, CH 6 and 8’s 
display. 

INDOOR CHANNEL 6 CHANNEL 8

  

5. If the wireless sensor’s signal has discontinued and does 
not recover within 1 hour, the signal icon will disappear. The 
temperature and humidity will display “Er” for the corresponding 
channel.

6. If the signal does not recover within 48 hours, the “Er” display will 
become permanent. You need to replace the batteries of the “Er” 
channel’s sensors and then press [ SENSOR ] key to pair up with 
the sensors per each “Er” channel again. (For CH 4~6, you need 

pairing process.)
Signal discontinued

Note:
You need to press [ SENSOR ] key to manually receive the sensor’s 
signal after you’ve placed the new batteries to the wireless sensor, or 
the main unit fail to receive the wireless sensor’s signal.

ALERT SETTING AND DISPLAY
The unit can set up multiple temperature and humidity HI/LO alert for 
indoor and up to 8 outdoor channels. 
1. In normal mode, press and hold [ MODE / ALERT  ] key for 2 

seconds to enter alert setting mode. On the 4th row display, the 
“IN [ CHANNEL / + ] or [ MEM / - ] key to 
choose the channel.

CHANNEL 1 INDOOR/CHANNEL 4~8

2. Press [ MODE / ALERT  ] key to switch between channel, 
temperature/humidity HI/LO alert setting. 

CHANNEL 1

                 

INDOOR/CHANNEL 4~8

                 

3. Press [ CHANNEL / + ] or [ MEM / - ] key to modify the value by 
0.1 °C/°F for temperature or 1% for humidity. Long press to quick-
adjust the value.

4. Press [ ALERT ON / OFF ]
regarding HI/LO alert.

5.  [ MODE / ALERT ] key or without pressing 
keys for 60 seconds. The display will return to normal mode.

6. 

7. Once the alert is set, you can clear the setting by hard resetting 
the unit. 

Note:
 - The temperature alert setting range is -40°C~80°C. The humidity 

alert setting range is 1%~99%.
 -

example, if the HI temperature/humidity alert value is 40°C/%, 
you cannot enter more than 39.9°C/% for the LO alert, and so 
forth.

 - When the alert is triggered, the alarm will sound and the alarm 
 [ Light ] key to stop the alarm 

sound. If you ignore the alarm, it will stop after 2 minutes.
 - In normal mode, the 4th row display will switch from “IN” to the 

current alarming channel. If another channel’s alarm is triggered 
at that time, the 4th row display will switch to the latest alarming 
channel and the 2 minutes alarm sound will re-time. 

 - If the alarm is ignored the 4th row will display the last alarmed 
channel after 2 minutes.

 - When the 4th row is in auto-cycle mode, if any alarm is triggered 
the display will switch to the regarding channel. You can press 
[ LIGHT ] or [ ALERT ON / OFF ] key or leave the unit for 2 
minutes to stop the alarm. The display will return to auto-cycle 
mode afterwards.

THE SNOW ICON
When the outdoor temperature is 3°C or below, the snow icon “ ” 
will display.

THE LOW BATTERY ICON
If the main unit or sensor is low in battery, the low battery icon “  ” 
will display on the regarding IN/OUTdoor channel section.
For example, the sensor of CHANNEL 4 is low in battery. When 
CHANNEL 4 is displayed, the icon “  ” will show. 

IMPORTANT NOTE
 - Attention! Please dispose of used unit or batteries in an 

ecologically safe manner.
 - Always place the unit away from interfering sources such as TV 

set, computer, etc.
 - Avoid placing the unit on or next to metal plates.
 -

are subject to change without notice.

SPECIFICATION
MAIN UNIT
Indoor operating temperature range -5°C ~ 50°C ( 23°F ~ 122°F )
Humidity display range 1% ~ 99 %
Resolution of temperature 0.1°C/°F
Resolution of humidity 1%

WIRELESS SENSOR
Outdoor operating temperature 
range (based on Lithium battery)

-40°C ~ 60°C ( -40°F ~140°F)

Outdoor operating humidity range 1% ~ 99 %

Resolution of temperature 0.1°C/°F
Resolution of humidity 1%
Wireless sensor signal 433MHz
No. of remote sensor Up to 8 units
RF transmission range Maximum 30 meters

POWER

Main unit 1.5V AA x 4 (alkaline battery recommended)
Wireless sensor 1.5V AA x 2  (alkaline battery recommended)

DIMENSION

Main unit 130(W) x 112(H) x 27.5(D)mm
Wireless sensor 61(W) x 113.6(H) x 39.5(D)mm
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WIRELESS SENSOR 

2. Tryk på [ MODE / ALERT ] knappen igen for at skifte mellem 
kanallerne. Tryk på [ CHANNEL / + ] eller [ MEM / - ] knappen 
for at justere / indstille værdierne. 

Vælg kanal 

1. 
2. 

Fjern batteri dækslet på sensoren. 
Isæt 2 x AA batterier I batteri rummet, vær opmærksom på,  at 
du får isat batterierne korrekt i forhold til polariteten altså + til + 
og – til -  som vist på sensoren og batterierne. 
Sæt batteri dækslet på igen. 3. 

BEMÆRK: 
- Når du har tildelt et kanal nummer til en sensor, kan du 

kun Ændre dette ved at tage batterierne ud igen eller ved 
at resette enheden. 

- Avoid placing the sensor in direct sunlight, rain or snow. 3. Når alt er indstillet tryk  [ TUNE ] knappen i 2 sekunder eller lad 
enheden stå i 1 minut indtil denne vender tilbage til normal mode. 
Tryk på [ MODE / ALERT ] knappen i 2 sekunder og temperatur 
og luftfugtigheds kalibration mode vil vende tilbage til de aktuelle 
eller ikke kalibrerede værdier. 
Reset temperatur og luftfugtighed værdier for hver enkelt sensor 
/ kanal. Der er ikke mulighed for et samlet reset. 
kalibration mode sekvens: kanal → temperatur → luftfugtighed. 
I temperatur kalibration mode, tryk [ CHANNEL / + ] eller 
[ MEM / - ] knappen for at ændre 0.1 °C eller °F på værdien. 
Hold knappen inde for hurtig indstilling af værdi.  

Temperatur kalibration mode 

HOVEDENHED:   
1. 
2. 

Fjern batteri dækslet fra hovedenheden. 
Isæt 4 nye AA batterier ifølge polariteten som er mærket på 
batteri rummet og tryk [ RESET ] knappen ind med en clips 
eller lignende. 
Sæt batteri dækslet på igen. 
Så snart batterierne er installeret vil alle segmenter blive vist på 
LCD displayet. 

4. 

5. 
3. 
4. 6. 

7. 
Bemærk: 
For at undgå fejl ved parring af sensor og hovedenheden, 
venligst start med at isætte batterier i sensorerne og derefter 
trykke på [RESET] knappen på hovedenheden. (ikke på sensor) 

INDENDØRS TEMPERATUR OG LUFTFUGTIGHEDS FUNKTION   
1. Tryk på [ °C / °F ] knappen for at skifte mellem °C/°F. Decimaler  

er anvendelige for begge indstillinger. 
Når temperaturen er under -40°C eller over 70°C, vil “Lo” eller 
“Hi” blive vist på displayet. Luftfugtigheden vil vise  “--”. 

8. I luftfugtighed kalibration mode, tryk [ CHANNEL / + ] eller [ MEM 
/ - ] knappen for ændring på 1% af værdien. hold knappen inde 
for hurtig ændring af værdien. 

Luftfugtigheds Kalibrations mode 

2. 

Temperatur under -40°C Temperatur over 70°C 

9. 
Hvis den nuværende visning på den valgte kanal viser 
blinkende “--”, “Hi” eller “Lo”, er det ikke muligt at regulere. Tryk 
på [ CHANNEL / + ] eller [ MEM / - ] knappen vil ikke ændre 
værdien.. 

3. Når luftfugtigheden er under 1% eller over 99% vil “Lo” or “Hi” 
blive vist på displayet. 

Luftfugtighed under 1% Luftfugtighed over 99% 10. Hvis man re-enter temperatur og luftfugtigheds kalibration 
mode, vil den ændrede værdi reset til oprindelig værdi. 

11. Komfort ikonerne er baseret på den kalibrerede temperatur og 
luftfugtighed. 

KOMFORT INDIKATION   
Komfort indikation symbolerne bestemmes ved hjælp af en 
kombination af indendørs temperatur og luftfugtighed. 

MAX/MIN TEMPERATUR OG LUFTFUGTIGHEDS INFO.   
Hovedstationen gemme MAX/MIN temperatur og luftfugtigheds 
informationer siden sidste manuel reset. 
1. I normal mode, tryk på [ MEM / - ] knappen 1 gang for at vise 

nuværende MAX temperatur og luftfugtigheds værdier; tryk igen 
for at vise MIN værdier; tryk tredje gang for at vende tilbage til 
normal mode. 
Når MAX/MIN værdier vises vil skærmen automatisk vende 
tilbage til normal mode efter 5 sekunder. 

Too cold Comfortable Too hot 

Bemærk: 
- komfort indikation kan variere ved samme temperatur, 

afhængig af luftfugtigheden. 
- Der er ingen komfort indikation når temperaturen er under 

0°C (32°F) eller over 60°C (140°F). 

2. 

MAX INFO MIN INFO 
TEMPERATUR & LUFTFUGTIGHEDS TREND   
Temperatur & luftfugtigheds trend indikatoren viser trend / 
ændringer i de næste kommende minutter. Pile indikerer stigende, 
uændret eller faldende trend. 

TEMPERATUR OG LUFTFUGTIGHEDS KALIBRATION   
1.   I normal mode, tryk og hold [ TUNE ] knappen inde i 2 sekunder 

for at komme til temperatur og luftfugtigheds kalibrations mode. 
Hvorved nuværende udendørs kanal eller “IN” ikonet vil blinke.              
Brug [ CHANNEL/ + ] eller [ MEM / - ] knappen for at vælge 
INDOOR eller kanal.. 

  

Pil  indikator    

Trend Stigende Uændret Faldende 

  

  

TRÅDLØS SENSOR 

 

 

 

 

 

 

 
 
 



                 

                 

Bemærk: Temperatur info med 0,1 decimal               
Luftfugtighed oplyses med:                                 
Trådløs sensor signal                        
Antal af sensorer, 3 medfølger. 
RF trådløs rækkevidde 

0.1°C/°F 
1% 
433MHz 
Op til 8 enheder. 
Maximum 30 meter 

- Temperatur alarm indstillingsområdet er -40°C~80°C. 
Luftfugtigheds alarm indstillingsområdet er 1%~99%. 
Du kan ikke indtaste modstridende HI/LO værdier.               
Eksempel: Hvis HI temperatur / luftfugtigheds alarm værdien 
er 40°C/%, kan du ikke indtaste mere end 39.9°C/% for LO 
alarm værdien. 
Når alarmen udløses vil der komme en lyd og alarm ikonet vil 
blinke på displayet. Tryk på [ Light ] knappen for at afbryde 
alarm lyden. Hvis du  ignorerer alarmen vil den automatisk stoppe 
efter 2 minutter. 
I normal mode vil displayet skifte fra “IN” til nuværende alarm  
kanal. Hvis en anden alarm aktiveres på samme tid vil displayet 
skifte til senest alarm kanal. 
Hvis alarmen bliver ignoreret vil displayet vise den sidste 
alarm kanal efter 2 minutter. 
Når displayet er i auto-skift mode, og en alarm udløses vil  
displayet skifte til den pågældende kanal. Du kan også trykke på 
[ LIGHT ] eller [ ALERT ON / OFF ] knappen eller lade 
enheden stoppe selv efter 2 minutter. Displayet vil automatisk 
vende tilbage til auto-skift mode. 

- 

- 
POWER   

Hovedenhed 
Trådløs sensor 

1.5V AA x 4 (alkaline batterier anbefales) 
1.5V AA x 2  (alkaline batterier anbefales) 

- 

DIMENSIONER   
- Hoved enhed 

Trådløs sensor 
130(B) x 112(H) x 27.5(D)mm 
61(B) x 113.6(H) x 39.5(D)mm - 

SNE IKON   
Når udendørs temperaturen er 3°C eller under vil sne ikonet “ ” 
vises. 

LAVT BATTERI IKON   
Hvis hovedenheden / sensorerne har for lavt batteri niveau, vil  
lavt batteri ikonet vises på den pågældende IN/OUTdørs kanal. 
Eksempel: sensoren på CHANNEL 4 har lavt batteri niveau. Når  

” 

CHANNEL 4 vises vil ikonet        “ ”    vises på displayet. 

BEMÆRK VIGTIGT:   
- Bortskaffelse af defekte/brugte enheder eller batterier 

skal ske via deres lokale genbrugsstation.. 
Placer ikke hovedenheden i nærheden af kilder som kan 
interferere, såsom tv apparater, computere m.m.. 
Undgå at placere enheden på eller i nærheden af metal plader.. 

- 

- 
- 

SPECIFIKATIONER   
Hovedenhed 
Indendørs temperatur område            
Luftfugtigheds område 
Resolution of temperature 
Resolution of humidity 

-5°C ~ 50°C ( 23°F ~ 122°F ) 
1% ~ 99 % 
0.1°C/°F 
1% 

TRÅDLØS SENSOR 
Udendørs temperatur område   

 
Udendørs luftfugtigheds område 

-40°C ~ 60°C ( -40°F ~140°F) 

1% ~ 99 % 
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SENSOR 
 Tryck på [ MODE  ALERT ]-knappen igen för att byta mellan 

kanalerna. Tryck på [ CHANNEL  + ]- eller [ MEM  - ]-knappen 
för att justera/ställa in värdena. 

 

 
 

Öppna batteriluckan på sensorn  

. 
Sätt på batteriluckan igen.  

OBS: 
- När du har tilldelat ett kanalnummer till en sensor, kan du 

bara ändra detta genom att ta ut batterierna igen eller 
genom att återställa enheten. 

- Avoid placing the sensor in direct sunlight, rain or snow   När allt har ställts in, tryck och håll inne [ TUNE ]-knappen i 2 
sekunder eller låt enheten stå i 1 minut tills den går tillbaka till 
normalläge. 
Tryck och håll inne [ MODE  ALERT ]-knappen i 2 sekunder så 
går temperatur- och luftfuktighetskalibreringsläget tillbaka till de 
aktuella eller ej kalibrerade värdena. 
Återställ temperatur- och luftfuktighetsvärden för varje enskild 
sensor/kanal. Det är inte möjligt att återställa alla på en gång. 
Kalibreringslägesekvens: Kanal → Temperatur → Luftfuktighet. 
temperaturkalibreringsläge, tryck på [ CHANNEL  +  eller 

[ MEM  - ]-knappen för att ändra 0,1 °C eller  på värdet. 
Håll inne knappen för snabbinställning av värde.  

emperaturkalibreringsläge 

  
 
 

Öppna batteriluckan på huvudenheten. 
Sätt i fyra nya AA-batterier enligt polariteten som är märkt i 
batterirummet och tryck på [ RESET ]-knappen med ett gem 
eller liknande. 
Stäng batteriluckan igen  
När batterierna är installerade kommer alla segment visas på 
LCD-displayen. 

 

  
 

 
 OBS: 

För att undvika fel vid hopparning av sensorn och huvudenheten, 
vänligen börja med att sätta i batterierna i sensorerna och tryck 
därefter på [RESET]-knappen på huvudenheten (inte på 
sensorn). 
FUNKTION FÖR INOMHUSTEMPERATUR OCH   

 Tryck på [ °C   ]-knappen för att byta mellan 
. 

När temperaturen är under -40°C eller över 70°C, kommer “ ” 
eller “Hi” visas på displayen. Luftfuktigheten kommer visa  “--  

 , tryck på [ CHANNEL  + - eller 
[ MEM  - ]-knappen för ändring på 1 % av värdet. Håll 
inne knappen för snabbändring av värdet. 

 

 

emperatur under -40°C emperatur över 70°C 

 Om den nuvarande visningen på den valda kanalen visar 
blinkande “--  “Hi” eller “  är det inte möjligt att justera. Tryck 
på [ CHANNEL  + ]- eller [ MEM  - ]-knappen kommer inte 
ändra värdet. 

 När luftfuktigheten är under 1 % eller över 99 % kommer “ ” 
eller “Hi” visas på displayen. 

 1 % 99 % 10. Om man går in i temperatur- och 
luftfuktighetskalibreringsläget igen kommer det ändrade 
värdet återställas till originalvärdet. 

11. Komfortikonerna är baserade på den kalibrerade 
temperaturen och luftfuktigheten. INDIKA   

Komfortindikationsymbolerna bestäms med hjälp av en 
kombination av inomhustemperatur och -luftfuktighet. 

MAX- MINTEMPERATUR   
Huvudstationen sparar max-/mintemperatur och -luftfuktighet 
sedan senaste manuella återställningen. 

 normalläge, tryck på [ MEM  - ]-knappen en gång för att visa 
nuvarande maxtemperatur- och luftfuktighetsvärden. Tryck igen 
för att visa minimum-värden. Tryck en tredje gång för att gå 
tillbaka till normalläge. 
När max-/minvärden visas kommer skärmen automatiskt gå 
tillbaka till normalläge efter 5 sekunder. 

 Behagligt  

OBS: 
- Komfortindikation kan variera vid samma temperatur, 

beroende på luftfuktigheten  
- Det finns ingen komfortindikation när temperaturen är under 

0°C (32°F) eller över 60°C (140°F). 

 

MAXINFO MININFO 
TEMPERATUR- & TREND   
Temperatur- och luftfuktighetstrendindikatorn visar 
trend/ändringar i de kommande minuterna. Pilar indikerar 
stigande, oförändrad eller fallande trend. 

TEMPERATUR- OCH LUFTFUKTIGHETS ALIBRERING   
normalläge, tryck och håll inne [ TUNE ]-knappen i två 

sekunder för att komma till läget för temperatur- och 
luftfuktighetskalibrering. Nuvarande utomhuskanal eller “IN”-
ikonen kommer blinka. 
Använd [ CHANNEL  + ]- eller [ MEM  - ]-knappen för att välja 
INDOOR eller kanal. 

  

Pilindikator    

rend Stigande Oförändrad Fallande 
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